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ATTENTION!

   Be sure that the safety labels are readable. Clean them up using a cloth, water  
  and      and soap. Replace the damaged labels placing them in the right position, as  
                                    subsequently described.

The safety signs on the machine supply the most important indications; their observance helps your 
safeness.

1. ATTENTION!  Before making 
any operation on the machine, stop 
the engine of the tractor or of the 
self-moving means, remove the key, 
put on the parking brake and read 
carefully the operator's manual.

2. ATTENTION! DANGER  of 
entangling and dragging. Do not put 
hands near the running gearbox.

3. ATTENTION!  Check the sense 
of rotation and the number of revolu-
tions (540 rpm) of the tractor power 
before placing the PTO shaft.

4. ATTENTION! DANGER  of 
crushing. Do not stop between the 
machine and the tractor when the 
tractor engine is running.

4. ATTENTION! - DANGER  Pos-
sible throwing of material and/or 
objects, please do not stop or come 
up to the machine. Keep a safety 
distance of 50 feet, at least, from the 
machine.

6. ATTENTION! DANGER  of 
shearing. Do not approach limbs to 
the spreader disc when the machine 
is running.

7. ATTENTION!  Use the individual Protection Devices, as required.

Where to place the safety decals on the machine
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THIS CHECKLIST TO REMAIN IN OWNER’S MANUAL
IT IS YOUR RESPONSIBILITY TO COMPLETE THE PROCEDURES LISTED

BELOW BEFORE OPERATING THE SPREADER

Preparation Check List

  1.  Implement is completely assembled.

 2. Inspect for damage and loose or missing parts

  3.  All decals in place and readable.

  4.  All f ttings and drive components are secure.

  5.  Overall condition good.

  6.  Check hopper for any foreign objects.

  7.  Operator has been instructed on the safe and proper use of the implement.

 8. Lubrication - See Lubrication & Maintenance Section

The purpose of this manual is to assist you in operating and maintaining your spreader for years of service. 
Read it carefully. The information and instructions in this manual have been compiled from extensive 
f eld experience and engineering data. Some information may be general in nature due to unknown and 
varying operating conditions. However, through experience and these instructions, you should be able to 
develop procedures suitable to your particular situation.

The illustrations and data used in this manual were current at the time of printing, but because we 
maintain an ongoing program of product improvement, we reserve the right to make improvements in 
design or changes in specif cations without incurring any obligation to install them on units previously 
sold. Because of the possibility that some photographs in this manual were taken of prototype models, 
production models may vary in some detail. 

All information, illustrations and specifi cations in this manual are based on 
the latest information available at the time of publication. The right is 

reserved to make changes at any time without notice. 

RETAIL CUSTOMER'S WARRANTY RESPONSIBILTY

It is the Retail Customer and/or Operator's responsibility to read the Operator's Manual, to operate, 
lubricate, maintain and store the product in accordance with all instructions and safety procedures. Failure 
of the operator to read the Operator's Manual is a misuse of this equipment. It is the Retail Customer 
and/or Operator's responsibility to inspect the product and to have any part(s) repaired or replaced when 
continued operation would cause damage or excessive wear to other parts or cause a safety hazard. It is the 
Retail Customer's responsibility to deliver the product to the authorized dealer from whom he purchased 
it, for service or replacement of defective parts which are covered by warranty. Repairs to be submitted 
for warranty consideration must be made within thirty (30) days of failure. It is the Retail Customer's 
responsibility for any cost incurred by the dealer for traveling to or hauling of the product for the purpose 
of performing a warranty obligation or inspection.



ASSEMBLING THE SPREADER
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1.) Assemble the gearbox to the   
 frame with 8 x 16 bolts.

2.) Use this pin to f x the disc to the
 shaft.

3.) Install the retainer to hold the 
 disc in place.

4.) Place the PVC hopper on the frame.

5.) Install the 2 opening levers.

6.) Regulate the slides on their rods.



ASSEMBLING THE SPREADER
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8.) Put the lower agitator and the holding
 rubber cap on.

9.) Install the lower hitch pins.

7.) Drill holes in PVC hopper, then
 bolt in place.



OPERATIONAL SAFETY

It is absolutely necessary to empty the hopper before lowering the spreader to the ground.

Guards and safety shields are for your protection. DO NOT operate equipment unless they 
are in place.

ALWAYS engage tractor PTO at engine idle.

Disengage tractor PTO and shift into neutral before attempting to start engine.

Read and observe all safety decals on the tractor and spreader.

NEVER allow anyone, other than the operator, within 25' of machine while in operation.

DO NOT stop or start suddenly when going uphill or downhill. Avoid operation on steep 
slopes.

Be alert for holes in terrain and other hidden hazards. ALWAYS drive slowly over rough 
ground.

Reduce speed on slopes and in sharp turns to prevent tipping or loss of control. Be careful 
when changing directions on slopes.

Take all possible precautions when leaving tractor unattended:  Disengage PTO, lower 
spreader, shift into neutral, set parking brake, stop engine and remove key from ignition.

Front tractor weights or front tire ballast should be used to enhance front-end stability on 
small tractors.

SAFETY INFORMATION
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The fertilizer spreading is regulated through the regulation lever that moves the opening section on the 
bottom of the hopper.

In order to carry out the regulation, after having consulted the spreading table, according to the type of 
product to spread and to the spreader speed, it is necessary to move the lever "A" along the graduated 
scale "E" and blocking it in the chosen position with the pin "D".

In order to spread from both sides (ref. I), "A" and "B" levers must be in the same position, connected 
through grip handle "C".

In order to carry out the spreading only through the left side (ref. II), it is necessary to disconnect the two 
levers removing the "C" grip handle, to set the lever "A" in the chosen position, given by the spreading 
chart, and to bring the lever "B" towards the higher part (position 1) in order to close the shutter of the 
right side.

In order to spread only on the right side (ref. III) you have to move the lever "A" up, (in position 1) and 
regulate the quantity to spread with the lever "B".

See this chart on the next page

Distribution on right side (ref. III) Distribution on left side (ref. II)



SPREADING CHART
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ADJUSTMENT
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ADJUSTMENT

It is not possible to have an exact spreading chart for equipment that makes use of the centrifugal 
principle, as the distributed quantity depends on the speed, on the radius of distribution, on the 
quality and humidity of the fertilizer, and on the roughness of the land.

The fertilizer must always be stored and conserved adequately, so as to keep its physical 
characteristics unchanged.

HOW TO ADJUST THE SPREADER VANES

The disc vanes can be set in 4 different positions. Position #1 increases the distribution to the left. 
Position #4  increases the distribution to the right. For normal even spreading, use holes #2 and #3.

Spreading disc's vanes settings
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Before every use and after every 8 hours of effective work, carry out the greasing of the machine.

Make sure the greasing zerks are well cleaned from mud or 
other residuals before using them to inject lubricating grease. 
Lubricate with lithium grease the points, shown in the picture.

Point to grease

REPLACEMENT OF THE SPREADER VANES

In case the spreadinbg vanes of the disc break or get damaged, it is necessary to replace them with 
new ones.

Unscrew the nut and replace the damaged vane.

The f xing items (nuts and bolts) must be of the same type as those provided from the manufacturer.
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The spreaders are equipped with a stainless steel disc with 4 adjustable vanes in 4 different positions. 
The vanes are bolted in place in the most used position.

The feeding of the disc is by gravity through an opening, located on the bottom of the hopper, inside of 
which a mix/agitator is applied, in order to prevent the fertilizer lumps formation. A sheet case is placed 
in front of the disc, in order to prevent the spreading in the front side of the machine.

If the material you are spreading does not f ow evenly, a longer optional agitator is available.

If band spreading on rows is required, a one or two row band spreading attachment is available. This 
attachment is easy to bolt up to all models of our 3-point hitch spreaders.

Spreader Disc

Optional Agitator Lever System



OPERATION
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WARNING

NEVER put hands or hand held tools in spreader while PTO is engages and gearbox is turning. 
Failure to follow warning can result in personal injury and/or damage to the spreader.

A) Make sure spreader is properly assembled and secure to 3-point hitch

B) Before using spreader, make sure that the spreading disc is in a horizontal position, 
   about 2 ½   feet fromt the ground.

C) Place material to be spread in hopper.

D) Set levers in position needed for your spreading application. (See page 8 for tables)

E) Engage tractor PTO at engine idle.

    NOTE:  Never engage PTO above engine idle



MAINTENANCE
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LUBRICATION -

DRIVESHAFT - The driveshaft must be lubricated before the spreader is put into use. After that, 
grease every 8 hours. It is also necessary, from time to time, to untelescope the driveshaft to clean 
and re-grease tubings.

GEARBOX - Grease every 40 hours.

CLEANING AND STORAGE -

 - Wash hopper with water after each use.

 - Never let material build-up on shutters or in the hopper.

 - Check spreader for needed repairs before using again.

SAFETY INFORMATION -

 SAFETY TIPS:

1. Always wear relatively tight and belted clothing when operating spreader.
  Loose clothing should not be worn, as it could get caught in the moving
  parts or controls of spreader.

 2. Spreader should be operated only by qualif ed personnel.

 3. When starting spreader, always maintain a safe distance from moving parts.

4. Keep hands, feet, and clothing away from all moving parts.
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REF # PART NO. DESCRIPTION

 1 330.001 Agitator Shaft
 2 305.001 Spring Pin 8 x 40
 3 304.013 Rubber Ring
 4 619.002 Lower Agitator
 5 300.044 Screw 10 x 20
 6 609.039 Complete PVC 480#
 6 609.035 Complete PVC 765#
 6 609.037 Complete PVC 1000#
 7 302.003 Lever Lock Knob
 8 604.001 Right Lever
 9 303.009 Flat Washer 10.5 x 21 UNI 6592
 10 301.010 Hex Nut M10 UNI 5588
 11 304.008 Rubber Grip
 12 604.002 Left Lever
 13 300.024 Hex Head Screw 12 x 35 UNI 5739
 14 613.003 Frame "Pin" Style
 15 31 1.001 Driveline
 16 602.002 Left Tie Rod
 17 803.279C Hex Nut M10 x 1.5
 18 605.006 Left Shutter
 19 605.005 Right Shutter
 20 602.001 Right Tie Rod
 21 322.002 Gearbox
 22 300.014 Hex Socket Head Cap Screw 8 x 16
 23 301.012 Hex Nut M8 UNI 5588
 24 610.019 Spreader Disk w/Stainless Steel Vane
 25 601.002 Stainless Steel Distributor Vane
 26 300.030 Round Head Screw 8 x 16 UNI 5731
 27 307.001 Hair Pin Cotter
 28 301.008 Self Locking Nut M12
 29 633.001 Lower Link Pin
 30 622.030 Lateral Slide RH
 31 622.027 Lateral Slide Center
 32 622.031 Lateral Slide LH
 33 614.002 Plate Bottom Hopper
 34 300.040 Screw 8 x 20 
 35 303.013 Washer 8 x 24
 36 301.012 Hex Nut M8 UNI 5588
 37 305.003 Spring Pin 5 x 40
 38 303.026 Flat Washer 13 x 25 UNI 6592
 39 304.011 Buffer Wheel
 40 613.009 Agitator Frame Upper
 41 802.654C M12 x 1.75 x 55 Gr 8.8



GEARBOX ASSEMBLY

16



GEARBOX ASSEMBLY (322.002)
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REF # PART NO. DESCRIPTION

 1 305.001 Spring Pin 8 x 40
 2 304.002 Output Shaft Cowling
 3 306.002 Grease Nipple
 4 314.002 Upper Shell
 5 310.001 Ball bearing Output Top
 6 313.011 Internal Retainer Ring
 7 303.011 Washer 25 x 35 x 0.5 DIN 988
 8 316.003 Pinion Gear
 9 305.003 Split Pin
 10 326.003 Spline Key
 11 323.009 Output Shaft
 12 313.010 External Retainer Ring
 13 310.002 Ball Bearing In/Output
 14 314.001 Lower Shell
 15 301.009 Self Locking Nut M6
 16 309.001 Input Shaft Oil Seal
 17 323.008 Input Shaft
 18 329.011 Spacer Input Shaft
 19 322.002 Gearbox
 20 300.026 Hex Head Cap Screw



DRIVELINE ASSEMBLY
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REF # PART NO. DESCRIPTION

  31 1.001 Driveline
 1 1021010 Yoke Assembly (Tract End)
 2 1001020 Cross Assembly (U-joint)
 3 1991034N Inside Tube with Yoke
 4 1981032N Outside Tube with Yoke
 5 818-552C Decal Danger PTO Driveline
 6 818-540C Decal Danger Guard Miss PTO
 7 1581038 Complete Push-Pin Kit
 8 044321 Driveline Shield Safety Chain
 9 1211233 Stiffening Ring
 10 1781003 Standard Soft Cone
 11 1871031 Inner Tube
 12 1770031 Outer Tube
 13 1781005 Tube Bearing (Outer)
 14 1781004 Tube Bearing (Inner)




